
























PW-TYC Series 'NEW' Commercial Machines *NEW PW-TYC-SERIES REDUCED SIZE/WEIGHT 

PW-500* TYC 500L/24HR 45*125*175CM/285kg 
 

Temp: 25℃ Humidity: 80% 

R22, or R134a, R407c - compressor refrigeration 
Stainless steel water tank 

Input Power: 10KW 
Power supply: 380-220V/50Hz 

Wind volume: 5600m2/hr. 
Obstruction of the wind: <180pa 

Volume: 8.5kg 

PW-1000* TYC 1000L/24hr 75*145*205cm/520kg 

Temp: 25℃ Humidity: 80% 

R22, or R134a, R407c - compressor refrigeration 
Stainless steel water tank 

Input Power: 25KW 

Power supply: 380-220V/50Hz 
Wind volume: 11200m2/hr. 

Obstruction of the wind: <180pa Volume: 12kg 

PW-2000* TYC 2000L/24HR 145*140*210CM/750kg 

Temp: 25℃ Humidity: 80% 
R22, or R134a, R407c - compressor refrigeration 

Stainless steel water tank 

Input Power: 45KW 
Power supply: 380-220V/50Hz 

Wind volume: 22500m2/hr. 
Obstruction of the wind: <180pa Volume: 20kg 

PW-5000* TYC 5000L/24hr 450*230*190cm/2000kg 

Temp: 25℃ Humidity: 80% 
R22, or R134a, R407c - compressor refrigeration 

Stainless steel water tank 1000L 
Input Power: 101KW 

Power supply: 380-220V/50Hz 

Wind volume: 77000m2/hr. 
Obstruction of the wind: <180pa VOLUME: 46kg 

*To reduce the size and weight of our ‘new’ compact range we have ‘Internal Tank Sizes’ that are 
also ‘compact’, however, these machines can be connected to any size ‘external storage tanks’ so as 

too generate the maximum volume of water daily, dependent on the temperature & humidity levels. 
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Commercial Units ‘NEW’ PWG-TYC-500L & 1000L  - Reduced Size, Weight and Pricing                                                 

“Lowest price, best quality, why pay more?”              

Atmospheric Water Generator - Latest Commercial/Industrial Products Range                                                                   

Model Number: PWG-TYC-500L/1000L                                                                                                
Production Capacity:15-32℃ humidity 40-90% 500L/1000L/24H    

 

PWG-TYC 500L/24HR Machine Size: 45*125*175CM / Net Weight: 285kgs / 20ft: 16pcs / 40ft: 36pcs                                                                             

Temp: 25℃ Humidity: 80% - R22, or R134a, R407c - compressor refrigeration                                                                        
*Stainless steel water tank - Input Power: 10KW - Power supply: 380-220V/50Hz                          

Wind volume: 5600m2/hr. - Obstruction of the wind: <180pa - Volume: 8.5kg     

PWG-TYC 1000L/24hr Machine Size: 75*145*205cm / Net Weight: 520kgs / 20ft: 12pcs / 40ft: 24pcs                                                                             

Temp: 25℃ Humidity: 80% - R22, or R134a, R407c - compressor refrigeration                                                                      
*Stainless steel water tank - Input Power: 25KW - Power supply: 380-220V/50Hz                               

Wind volume: 11200m2/hr. - Obstruction of the wind: <180pa - Volume: 12kg                                        

*Also, machines can be connected to any size ‘external water tanks’.  
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Commercial Units ‘NEW’ PWG-TYC-2000L  - Reduced Size, Weight and Pricing                                                        

“Lowest price, best quality, why pay more?”              

    

Atmospheric Water Generator - Latest Commercial/Industrial Products Range                                                                   

Model Number: PWG-TYC-2000L                                                                                                
Production Capacity:15-32℃ humidity 40-90% 2000L/24H    

 

PWG-TYC 2000L/24HR  Machine Size: 145*140*210CM / Net Weight: 750kgs / 20ft: 4pcs / 40ft: 8pcs                                                                                                         

Temp: 25℃ Humidity: 80% - R22, or R134a, R407c - compressor refrigeration                                                                        
*Stainless steel water tank - Input Power: 45KW - Power supply: 380-220V/50Hz                          

Wind volume: 22500m2/hr. - Obstruction of the wind: <180pa - Volume: 20kg       

*Also, machines can be connected to any size ‘external water tanks’.  
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Commercial Units ‘NEW’ PWG-TYC-5000L-1,315 Gallons.  Reduced Size, Weight and Pricing.                                          

“Lowest price, best quality, why pay more?”                 

Atmospheric Water Generator - Latest Commercial/Industrial Products Range                                                                   

Model Number: PWG-TYC-5000L  

                                                                                                             
Production Capacity: 25℃℃℃℃ humidity 80% 5000L - 1,315 Gallons/24H    

The 5000L uses 16 compressors, 8 fans and 5 of water pumps. 

Power Consumption: a) Rated making water input: 105KW  b) Input current: 177.7A 

c) Maximum current:195A - Refrigerant:2.7kg Protection: 3 minute delay/overheat/overload      

Power supply: 380V/50Hz or 60Hz 

Wind Volume: 77000m2/hr - 66400m3/h pressure 300PA - Power supply: AC 380V/50Hz or 60Hz 

 

Production Capacity: 27-32℃℃℃℃ humidity 85% 6000L - 6500L - 1,710 Gallons/24H 
Environment temperature: 5-38 ºC - Cooling fan (total 8)                                                          

2 x Internal purified water tanks: 195*61*53cm - 4 x Bottom water tanks: 35*26*20cm 

1 x large collection water tank: 59*50*30cm - Condenser pressure: 1.5-2MPA 

Evaporator pressure: 0.4-0.65MPA - Maximum allowable pressure of the condenser: 2.3MPA 

Maximum allowable pressure of the Evaporator: 1MPA - The UF purifying capacity:0.5T/H 

Filtration system: PPF+CTO+UDF+UF  

 

Dimensions: 450 (L)*210-230 (W)*190 (H) cm - Loading QTY: 20”FCL: 1units 40”FCL: 2units 

G.W: 2000Kgs based on 5000L/D (25 degree, 80% humidity) and 3100Kgs 5000L/D               

(27 degree, 65% humidity). If 27 degree, 85%humidity, the daily water production capability is 

6000L-6500L (this is different from the previous 5000L/D), actually, therefore the water making 

capacity of this machine is 6000L/D-6500L/D. (2) This equipment includes the internal water  

purified tank: 2pcs-Internal purified tank: 195*61*53cm (3) Uses 16 compressors in this system. 

(4) Refrigerant R22, or R134a, R407c                                                                                                                  
 

Price: On Application.  Price includes installation & training by our fully qualified ‘AWG’ engineers.  

*Internal Tank Size 1000L, however, machines can be connected to any size ‘external tanks’.  
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